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Flexitions Stainable Flexible Transition Molding  

CƭŜȄƛǘƛƻƴǎ ƛǎ ǘƘŜ ƛƴŘǳǎǘǊȅΩǎ ƻƴŜ ŀƴŘ ƻƴƭȅ ƭƛƴŜ ƻŦ ǎǘŀƛƴŀōƭŜ ŦƭŜȄƛōƭŜ ǘǊŀƴǎƛǘƛƻƴ 

molding. Flexitions is your solution to installation head aches when dealing with a 

curve, arch or radius ς great for style and design as well. Flexitions is available in 

the following transition profiles: Quarter Round, T-Molding, Over Lap Reducer, 

Threshold and Flush Stair Nose. Flexitions can be stained to match and or 

coordinate flooring products such as: wood flooring, laminate flooring, vinyl, tile, 

stone and more. Flexitions is offered in three natural wood grains for a natural 

look and feel when stained and finished. The wood grains available are: Oak, 

Maple and Exotic. Flexitions is available in the unfinished form with staining and 

finishing instructions or Flexitions can be custom stained in-house by Flexitions, 
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Flexitions Transition Profiles (all flexible moldings are 7 ft. long) 

      

Quarter Round     T-Molding         Threshold        O/L Reducer      Stair Nose 
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Available Wood Grains 

  

                                   Oak                          Maple                           Exotic 



Flexitions®        
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                        Maple Cicero               Oak Angola                    Oak Attica 

   

             Maple Natural Aurora      Maple Bainbridge         Santos Bringhurst 

   

               Brazilian Cherry                Walnut Clayton            Maple Bellmore 

  

               Maple Bedford               Walnut Covington            Walnut Daleville 
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              Hickory Arlington             Oak Plainfield                  Sapele Carmel 

  

Perfect solution for a curve, arch or radius! Plus, add style and design to your 

customers flooring installation and application! 
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Flexitions Display T-Molding 24έ x 30έ with carrying handle 

  

Flexitions Chain ς Set  

( Stair Nose, T-Molding, Threshold (Stained), Reducer & Qtr Round) 

 

Flexitions Stainable Flexible Stair Nose Installed  



Flexitions®        

 

Flexitions Stainable Flexible Threshold Installed 

 

Flexitions Stainable Flexible Over Lap Reducer Installed 
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Flexitions Stainable Flexible T-Molding Installed 

 

Flexitions Stainable Flexible Quarter Round Installed  

Flexitions Staining & Finishing Instructions  

1. If needed, open grain with 150 grit sand paper.  

2. With cloth, apply oil based wood stain in desired color to flexible molding. 

3.Gently wipe off excess stain with cloth.  

4. Let stain dry for 15-35 minutes. Drying time will depend on stain manufacture. 

5. Install flexible molding. Install flexible molding with Liquid Nails or any other 

comparable adhesive.  

6. After flexible molding is installed, apply a polyurethane based clear coat to 

surface of flexible molding.  

For stained flexible molding: Perform steps # 5 & # 6 only.  

Please note: Flexitions can become a tempature sensitive product when in cold 

climate. Product may become hard and stiff. If this occurs, use a house hold hair 

dryer to warm product or place flexible molding near space heater.  
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FoǊ ƳƻǊŜ ǇǊƻŘǳŎǘ ƛƴŦƻǊƳŀǘƛƻƴ ŀƴŘ ǘƻ ǾƛŜǿ ǇƘƻǘƻΩǎΣ ǇƭŜŀǎŜ Ǿƛǎƛǘ ŦƭŜȄƛǘƛƻƴǎ ƻƴ-line 

at, www.flexitions.com.  

For sales support please contact, Gary Hernandez. 

 Phone (951) 710 ς 0772  

E-Mail: gary@flexitions.com  

 

Flexitions is a Patent Pending product line & technology excluisve & propreitary to 

Flexitions,LLC. Flexitions is a registered trademark owned by Flexitions,LLC. All 

rights reserved. © 2010  
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